Safe warning
1, Check supply voltage whether it matches the light engine
2,Prohibit to place the light engine under rain or wet spot, prevent from causing troubles or danger
of electronic shock
3,Light engine should be used in droughty surroundings, not stack other things around it

	Iutput voltage
	12VDC
	Power frequency
	NONE

	Quantity of LED
	1pcs
	Color Control
	2.4G remote control

	Color
	RGBW
	twinke wheel control
	RF remote control

	Life of LED
	50000H
	Body size
	L150*W150*H88MM
(without connector)

	RED
	180LM
	Gear
	inside

	Green
	360LM
	LED brand
	EPILEDS

	Blue
	90LM
	Connector diameter:
	30mm

	White
	390LM
	Operate temperature
	-10-40°C

	Max power
	27W
	Body size
	L150*W150*H88MM
(without connector)



[image: ]





Color control(2.4G remote control)
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Color program list
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Twinkle wheel control(RF remote control)
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Code clearing :

The code can be cleared as needed.

The kit (remote and controller) will stay in the original state after code clearing.
It can work when code rematching is done.

Please follow the below instructions:

Also, Correctly connect the power supply, LED controller and LED load.
Switch off the power, then switch on again, and long press key 5(within 3
seconds) the moment you see the light is on.The LED light blinks nine times
swiftly when it is done.
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Number Mode Brghiness sate| Speed state Remark
1| Static white color Adjustable | Unadjustable | White only
- ) ) Coloring e o choose Brighness
2 | Color iwhite static coexist Adjustable | Unadjustable agists color ightonly
3 | Allcolors gradual change | Adjustable | Adjustable | White (off )
4 | Four colors gradual change | Adjustable | Adjustable
5 | Four colors jump to change | Adjustable | Adjustable
o | Seven colors jumptochange |, . I
(with white color) justable | Adjustable
7 | Rediwhite jumps to change | Adjustable | Adjustable
8 | Blue/white jumps to change | Adjustable | Adjustable
9 | Greenwhite jumps to change | Adjustable | Adjustable
10 | Red jumps to change Adjustable | Adjustable
11| Blue jumps to change Adjustable| Adjustable
12 | Greenjumps to change Adjustable | Adjustable
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Size 110x52x20mm
Remote Power AAA battery*2pcs
Material ABS
Fabrication processing Multicolor printing & UV varnish
Size 85x45x23mm
Working voltage DC12v~24V
Control way R GBW four channels
Controller Max load per channel BA
Qutput connection Common anode
Telecontrol distance 30 meters
Programs 20 kinds
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Code matching :

For a new kit ( remote& controller), the remote can work only when it is
programmed to the controller.

Please follow the below instructions:

Correctly connect the power supply, LED controller and LED load.

Switch off the power, then switch on again, and press key 5 once (within 3
seconds) the moment you see the light is on.The LED light blinks two times
slowly when it is done.




